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Technical Specification of Executive Chair 

The chair should have the dimensions of 70cm (W) x 71cm (D) x 79.9-90.9cm (H). The seat 

height should be 42.4-53.4cm. The back size should be 49cm (W) x 71cm (H). Max. Permissible 

allowance in dimension is +/- 15 %.  

The seat size should be 49cm (W) x 44cm (D). The seat and back should b made of 1.2+1- 

0.1cm thick hot pressed plywood and upholstered with fabric and moulded Polyurethane foam 

with PVC lipping all around. Max. Permissible allowance in dimension is +/- 15 %.  

The back should be designed with contoured lumbar support for extra comfort. The High 

Resilience Polyurethane foam should be moulded with density 45+1-2 Kg/m3 and hardness 

load 16+1-2 Kgf as per IS: 7888 for 25% compression.  

The armrest top should be injection moulded from black Polypropylene and should be fitted to 

the tubular armrest support made of 2.54+/-0.03cm x 0.2+/-0.016cm M.S.E.R.W tube and black 

powder coated (DFT 40-60 microns).  

The tubular armrest supports hold together the seat and back. The 360 degree revolving type 

mechanism should be designed with upright position locking and tilt-tension adjustment. The 

maximum tilt on pivot at centre should be 17+/-2 degree.  

The pneumatic height adjustment should have an adjustment stroke of 12+/-0.3 cm. The 

bellow should be 3 piece telescopic types and should be injection moulded in black 

Polypropylene.  

The pedestal should be fabricated from 0.2+/-0.02cm thick HR steel (IS: DD 1079/HR), Powder 

coated (DFT 40-60 Microns) and fitted with injection moulded black polypropylene hub cap 

and 5 nos. twin wheel castor.  

The pedestal should be 60+1-0.5cm with pitch centre dia (70+/-1cm with castors). The twin 

wheel castors should be injection moulded in black nylon. 
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